Flat Cube LCD Monitors

- No expensive custom wall mount to buy. Video and Composite inputs. The HDMI/
Just use your favorite universal wall DVI inputs has the HDCP License built-in.
mount So, if you wish, you can display up to a
- Each panel has a built-in video wall 6x6 landscape of 2x6 portrait video wall
processor that works in either landscape of an HD or Blue-Ray DVD movie. Looks
or portrait mode. great!
Up to 6x6 in landscape or 2x6 in portrait. - Each monitor undergoes an automatic
Also, the FCM-461W(7.3mm) gap bet- closed-loop color calibration in the fac-
ween each panel is automatically com- tory for superb panel-to-panel color
pensated to create a natural look bet- matching. However, if necessary, FCM
ween monitors. monitors can be recalibrated in the field.
- FCM monitors are designed from the The gap compensation can be turned off Plus, these monitors can be color
ground up to be a multi panel video wall. for maps, powerpoint presentations or matched to your favorite monitor by
- 24/7 operation starts with an extremely any stillimage . . saving the new colgr temperature under
robust power supply unit rated at 100,000 when you don’t want to lose any video in- a custom color setting.
hours MTBF. formation. - In case of power loss to the videol wall,
- FCM has the largest LCD monitor with the - Regardless of orientation (Landscape or there’s an automatic turn-on once power
smallest bezel (R: 2.4mm ,L: 4.3mm). Portrait), FCM monitors have a perfect is restored.
- Can be mounted to a wall like any other 178 ° viewing angle. In fact, the monitors return to the last
flat panel. - FCM monitors are essentially data moni- active setting. No need to restart or reset
tors with VGA, DVI, HDMI, Component, S- your video wall.

What makes the Ultra Thin Bezel 73mm
FCM video monitor so special?

—

Incredible Features

- Industry leading, high resolution WXGA
1366x768 pixels screen (16:9 or 4:3 aspect
ratio)

- Advanced S-PVA technology for the high-
est quality viewing angle, contrast and
brightness

- Rapid video response speed of up to 8ms
provides unsurpassed clarity to motion
video,DVD and graphics

- Wide, +178 omni-directional, viewing
angle

- EBU color standard, 16.7 million colors

- Integrated design, no external boxes

- Rugged, 24/7 operation in horizontal or
vertical mount

- Wide operating temperature range

- Low power consumption

- RoHS (lead -free) compliant

- Thin bezel (R: 2.4mm ,L: 4.3mm)

Special Features for Digital Display

- 1x SDI, 1x DVI, 1xHDMI, 1x Analog RGB,
1xComponent, 1x S-Video, 1xComposite
Inputs

- 1x SDI, 1x DVI, 1xHDMI, 1x Analog RGB,
1xComponent, 1x S-Video, 1xComposite
Outputs

- Ultra thin, space saving design

- Crisp WXGA 1366x768 pixels resolution
(16:9 aspect ratio)

- VESA mounting standard

- Embedded Cooling Fan

* 9 monitors receive one video source and display a designated part after scaling the part of the source.
* Possible to see one video source through video wall monitor.



LCD Multi Video Wall Monitor Formation

A system that is composed with many LCD panels in order to show various kind of images, which can be zoomed & in other ways.

DCS Controlling System







Specifications

FCM-461W FCM-462W
1 xDVI- DVI'IN
1 x HDMI HDMI IN
1 x D-Sub RGBHV (VGA) IN
1 x HD-SDI HD-SDI IN
Input 1x COMPONENT YPbPrBNC IN -
1x S-VIDEO Y,C BNCIN -
1x CVBS CVBS BNC IN -
1 x 9Pin D-Sub 232 Port
1 x RJ45 (RS422) RS422 Port
1 xDVIH DVI Through OUT -
1 x HDMI HDMI Through OUT -
1 x D-Sub RGBHV (VGA) Through OUT -
1 x HD-SDI HD-SDI IN =
Output 1x COMPONENT YPbPr BNC Through OUT -
1x S-VIDEO Y,C BNC Through OUT -
1x CVBS CVBS BNC Through OUT -
1 x RJ45 (RS422) RS422 Port
DVI 640x480 /800x600 / 1024x768 / 1280 x 768 / 1280 x 1024 / 1360 x 768 / 1920 x 1080
HDMI 640x480 / 800x600 / 1024x768 /1280 x 768 / 1280 x 1024 / 1360 x 768 / 1920 x 1080
D-Sub 640x480 / 800x600 / 1024x768 /1280 x 768 / 1280 x 1024 / 1360 x 768 / 1920 x 1080
Input COMPONENT 480i, 480p,720p,1080i,1080p -
Signal S-VIDEO NTSC,PAL -
CVBS NTSC,PAL -
HD-SDI 1.485Gbps
SD-SDI 270Mbps
D-Sub 1.0Vpp(With Sync)
Analog COMPONENT 1.0Vpp (Y With Sync), 0.286 Vpp (Pb,Pr)
Input S-VIDEO 1.0Vpp (Y With Sync), 0.286 Vpp (C)
S{p=e VIDEO 1.0Vpp(With Sync)
5 Key (Menu, Up, Down , Enter/Source, Power )
LCD Control IR Remocon (NEC Protocol)
RS422
Standard Direct Cable(UTP Cable)
Remote 2 x RJ45(RS422)
1 x RJ45(Input) , 1 x RJ45(Output)
PGM 1 x 9Pin D-Sub 232 Program Update Port
VESA Standard
DVI, VGA, HDMI Input Signal Formats 1920 x 1080 (60p)
1920 x 1080 (60i) Only DVI, HDMI
1920 x 1080 (50i) Only DVI, HDMI
1080i (60/59.94/50)
SMPTE-274M
SDI Input 1080p (30/29.97/25/24/24sF/23.98/23.98sF)
S SMPTE-296M 720p(60/59.94/50)
Formats SMPTE-260M 1035i(60/59.94)
SMPTE-125M 480i(60/59.94)
ITU-R BT.656 576i (50)
Size 46" 46"
Resolution 1366x768 1920x1080
Dot Pitch 0.7455(mm) 0.53025(mm)
Color 16.7 M, 8-bit 16.7 M, 8-bit
LCD Viewing Angle 178 degrees (H) 178 degrees (H)
(Typical) 178 degrees (V) 178 degrees (V)
Luminance of White 700cd/m’*(center) 700cd/m’(center)
Contrast 3000:1" 4000:1
Display Area 1018.35 (H)x572.544 (V) 1018.08 (H) x 572.67 (V)
Power AC100 ~ 240V AC100 ~ 240V

Power Consumption (Approx.)

204 Watts(MAX)

312 Watts(MAX)

Operating Temperature

0°Cto40°C(32°Fto 104 °F)

0°Cto40°C(32°Fto 104 °F)

Storage Temperature

-10°Cto +50°C (14 °Fto 122 °F)

-10°Cto +50°C (14 °Fto 122 °F)

Main Body Dimensions (mm)/(ft)

1025.6x579.8%106.3(mm)/3.365x1.902x0.348(ft)

1047.4%x600x106.3(mm)/3.436x1.970x0.348(ft)

Weight

30.8 kg /67.90 Ibs

26.8 kg / 59.08 Ibs

Accessory

Remote controller / AC Power cord
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